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17 3/4" 13 3/8" 48# 200 Class G Premium 225sks 1.15 15.8#

8 3/4" 7 5/8" J 55 24.4# 3,250 Hi-Liit 560sks 3.91 11#lgal

Premium 200 sks 1.15 15.8#lgal

6 1/4" 4 1/2" P110 13.5# 13,000 Hi-Liit 400 sks 1.28 11 #Iggi

50-50 POZ 1800sks 1.28 14.2#/ gal

25. ATTACHMENTS

VERIFYTHE FOLLOWINGARE ATTACHEDINACCORDANCEWITHTHE UTAHOILANDGAS CONSERVATIONGENERAL RULES

WELL PLATOR MAPPREPARED BY LICENSEDSURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN
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NAME(PLEASEPRMT) DeForrest Smouse PhD TITLE PfeSident

SIGNATURE 4,( DATE 1/17/2007
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QUINEX ENERGY CORP.T9S, Ri7E, S.L.B.&M. Welt location, J&J FEDERAL #2-29, located osshown in the SW 1/4 NE 1/4 of Section 29,T9S, R17E, S.L.B.&M. Duchesne County, Utah.
1910 Brass dap,SB9 2'W - 2640.66' (G,L,0,) SB9°52'43"W

- 2643.25' (Meas.) 1.o'High
1910 Brass Cap, BASIS OF ELEVATlONPile of Stones

SPOT ELEVATIONLOCATED AT THE NORTHEAST CORNER OFSECTION 29, T9S, R17E, S.LB.&M. TAKEN FROM, THEMYTONSE QUADRANGLE,UTAH, DUCHESNE COUNTY, 7.5MINUTESERIES (TOPOGRAPHICAL MAP) PUBLISEÌEDBY THEUNITED STAÎES DEPARTMENT OF THE INTERIOR, GEOLOGICAL$URVEY. SAID ELEVATIONIS MARKEDAS BEING 5414 FEET.
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, FIELONOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MYSUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO THEBEST Of MY KNOWLEDGEAND BELIEF.

EGISTEREDLAND S .
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STATE OF UTAH .
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Ex ENERGY CORPORATION
--

465 South200West • Suite 300 • Bountiful, Utah 84010 • (801)292.3800 • FAX (801)295-5858

Jammary12. 2004

Divisionof OUGas & Mining
1894W.North Temple St.1210
Salt LakeCity, Utah 84114-5801
Atta. DianaWhitney

To Whom it MayCoacers:

In reference to the State OUand Gas Conservation rule R649-'3·3'the ionsilonofthe J. A J. Federal2-29well is an exception to thisrule due to the use of an oldprepared drilling pad.

There are no additional lease owners withis 460' ofthepreparyd & proposed I
location. If you have any questions please coatset DeForrest Smouse,Quiner
Energy Corp. 801 292-3800,

Sincerely,

DeForrestSmouse,PhD
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EIGHT POINT PLAN

QUINEX ENERGY CORPORATION
J & J FEDERAL 2-29

SE,SW,NE, SECTION 29 T 9 S, R 17 E
DUCHESNE COUNTY, UTAH

1 & 2 ESTIMETED TOPS ANTICIPATED OIL, GAS AND WATER ZONES

FORMATION DEPTH ZONE TYPE MAX. PRESSURE
Uinta Formation Surface Fresh Water

Green River Formation 1,160' Oil & Gas 1500 psi

Wasatch Formation 5,812' Oil & Gas 2500 psi

Mesa Verde Formation 9,070' Gas 3500 psi

Castle gate Sand mbr. 12,050' Gas 6500 psi

Black Hawk mbr. 12,550' Gas 6500 psi

Estimated Total Depth - 13,000'

3. PRESSURER CONTROL EQUIPMENT
BOP Schematic Diagram attached

4. CASING PROGRAM:
HOLE SIZE INTERVAL LENGTH Q WEIGHT GRADE THREAD COLLAPSE BURST CEMENT
17¾" 0-200' 200' 13 3/8" 48# 8 ROUND Class .G

1.15 yield to surface

8 3/4" 0 - 3,500' 3,500' 7 5/8" 24.4 # J 55 8 ROUND 2,390# 4180# 560 sks
Hi-Lift 11#/gal., 3..91 yield & 200 sks class G 1.15 yield.

6 1/4" 3,500-13,000' 13,000' 4 1/2" 13.5# P 110 8 ROUND 6280# 7140# 400 sks
Hi-Lill, 11,5 # per gal, 3.05 yield & 1800 sks 50-50 POZ, 14.2# per gallon. 1.28 yield

5 MUD PROGRAM:

INTERVAL MUD TYPE WEIGHT
0-8,000' Watergel 8.5#
8,000-13,000' Low Solids 9.5#

Lost circulation zones are not anticipated.
Sufficient mud inventory will be maintained on location during drilling operations
to handle any adverse conditions that may arise.

6. VARIANCE REQUESTS:
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The J & J Federal 2-29 well is designated as a Mesa Verde Group test.

7. EVALUATION PROGRAM

LOGS: SCHLUMBERGER WIRELINE
DIL-SFL 2500'- 13000'
CNL-FDC 4800' - 13000'
FW SONIC 4800' - 13000'
MUDLOG 4800' - 13000'
Additional logs as needed to evaluate formation from 4800 - TD
Cores None
DST's None

8. ABNORMAL CONDITIONS

None anticipated

9. SRANDARD REQUIRED EQUIPMENT

A. Choke Manifold
B. Gas Buster
C. Visual Mud Monitoring

No chemicals subject to reporting under SARA III in an amount to or greater than 10,000
pounds will be used, produced, stored, transported, or disposed of annuaHy with the driHing
of this weH,Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in
threshold quantities, will be used, produced, stored, transported or disposed of in association
with the driHing of this well.

(Attachment: BOP Diagram)

DeForrest Smouse PhD
President - QuinexEnergy
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EIGHT POINT PLAN

QUINEX ENERGY CORPORATION
J & J FEDERAL 2-29

SE,SW,NE, SECTION 29 T 9 S, R 17 E
DUCHESNE COUNTY, UTAH

1 & 2 ESTIMETED TOPS ANTICIPATED OIL, GAS AND WATER ZONES

FORMATION DEPTH ZONE TYPE MAX. PRESSURE
Uinta Formation Surface Fresh Water

Green River Formation 1,160' Oil & Gas 1500 psi

Wasatch Formation 5,812' 08 & Gas 2500 psi

Mesa Venie Formation 9,070' Gas 3500 psi

Castle gate Sand mbr. 12,050' Gas 6500 psi

Black Hawk mbr. 12,550' Gas 6500 psi

Estimated Total Depth - 13,000'

3. PRESSURER CONTROL EQUIPMENT
BOP Schematic Diagram attached

4. CASING PROGRAM:
HOLE SIZE INTERVAL LENGTH SfZE WEIGHT GRADE THREAD COLLAPSE BURST CEMENT
17 ¾" 0-200' 200'l 13 3/8" 48# 8 ROUND 225 G to Class.G

to surface
12 ¾" 0 - 3,500' 3,500' 8 5/8" 32# J 55 8 ROUND 1,850# 3,130# 560 sacks

Hi-Liß 11#/gal.,3..91 yield & 200 sks class G 1.15 yield
7 7/8" 3,500-13,000' 13,000' 4 1/2" 13.5# P 110 8 ROUND 6280# 7740# 400 sks

Hi-Lin, 11,5 # per gal, 3.05 yield & 1800 sks 50-50 POZ, 14.2# per gallon. 1.28 yield

5 MUD PROGRAM:

INTERVAL MUD TYPE WEIGHT
0-8,000' Watergel 8.5#
8,000-13,000' Low Solids 9.5#

Lost circulation zones are not anticipated.
Sufficient mud inventory will be maintained on location during drilling operations
to handle any adverse conditions that may arise.

6. VARIANCE REQUESTS:

The J & J Federal 2-29 well is designated as a Mesa Verde Group test.



7. EVALUATION PROGRAM

LOGS: SCHLUMBERGER WIRELINE
DIL-SFL 2500'- 13000'
CNL-FDC 4800' - 13000'
FW SONIC 4800' - 13000'
MUDLOG 4800' - 13000'
Additional logs as needed to evaluate formation from 4800 - TD
Cores None
DST's None

8. ABNORMAL CONDITIONS

None anticipated

9. SRANDARD REQUIRED EQUIPMENT

A. Choke Manifold
B. Gas Buster
C. Visual Mud Monitoring

No chemicals subject to reporting under SARA III in an amount to or greater than 10,000
pounds will be used, produced, stored, transported, or disposed of annually with the drilling
of this weB, Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in
threshold quantities, will be used, produced, stored, transported or disposed of in association
with the drilling of thiswelL

(Attachment: BOP Diagram)

DeForrest Smouse PhD
President - QuinexEnergy



THIRTEEN POINT PLAN
J&J FEDERAL 2-29

GENERAL Requirements for working on BLM lands.

1. Cultural resources are not expected to be disrupted, as the location is
on the same well site used to drill the Conoco Kralovic #1 well that was
drilled in 1952. No additional land will be excavated on either the drill
site or road to location.

2. The area is grassland with minor sagebrush and other desert vegetations.

1. EXISTING ROADS - See Location Map.

A. Wellsite 2209' FNL, 1598' FEL, (SE SW NE) Section 29, T9S, R17E.

B. Travel 1 ½ mile east of Myton, Utah and turn south (left) on paved road
Then 13 miles on Pariette road to the old Castle Peak mine-site then left
on graded road. At 1.4 miles the road turns south for 4 miles passing the
Deserted Snyder Spring Ranch. The road to the wellsite is located ¾ mile
Past the ranch on maintained road then west on old wellsite track to the
wellsite.

C. Roads: The route is over paved US 40 to turnout about 1.5 miles west of
Myton. Travel over paved roads to the Castle Mine site. All roads are
graded, many with fair gravel toping. All additional roads are graded,
most with gravel topping.

D, Other existing roads as marked on Topo Map.

D. Existing roads will be maintained by the county. The old access road to

E. The J & J Fed 2-29 wellsite will be re-built to meet BLM specifications,
and be maintained as required, for all weather use, by the operator.

See Engineer Survey Plat).

2. GENERAL:

(1) The Vernal BLM District will be notified 48 hours prior to commencing
work on BLM lands.

(2) The dirt contractor will be furnished a copy of this Surface Use Plan,
along with any additional BLM stipulations, prior to the work.
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(3) The topsoil removed for reserve pits will be stockpiled on NW corner of
the location.

(4) The reserve pit will be lined with native clay and water-proofed.

B. Planned Access Roads:

The rebuilt access road will follow the road to the Kralovic #1
wellsite. The Subject road will be improved to BLM specifications
(from 6, p.26, "Surface Operating Standards for Oil and Gas".
Development" as follows:

(1) Width: 16' at crown;
Total width 30'.

(2) Maximum grades: 3% maximum.

(3) Turnouts: None Required

(4) Drainage: Borrow Pit on south side.

(5) Culverts: None Needed.

(6) Surface Material: The roads will be covered with 6 inches of
Road base and 2 inches of 1 ½ gravel topping as requited folr
Traction and erosion control.

(7) Gates/ Cattle Guards: The location is on unfenced land with
minor sagebrush & native grasses. There are no gates or cattle-
guards needed.

3. LOCATION OF EXISTING WELLS: See Topographic Map.

Wells within one mile radius:

(1) Water wells: None
(2) Abandoned Oil Wells: None
(3) Temporarily Abandoned wells: None
(4) Disposal Wells:None
(5) Drilling Wells: None.
(6) Producing Wells:

Newfield Exploration Co. Fed. 41-30 - NE,NE, Section 30, T 9
S, R 17 E Green River Production

(7) Shut in wells: None
(8) Injection Wells: None
(9) Monitoring Wells: None
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4. LOCATION OF EXISTING and/or PROPOSED FACILITIES: - See
wellsite plat

A. Within a 1 mile radius location, existing facilities owned or operated by
QuinexEnergy Corporation.

1. Tank Batteries: None.
2. Production Facilities: None.
3. Oil Gathering Lines - None
4. Gas Gathering Lines -- None
5. Injection Lines - None
6. Disposal Lines - None

B. New Facilities Contemplated:

(1) Off well Pad: A gas line tie-in to the WEXPRO gas line. Eventual
tie in to Moon Lake Electric power grid is expected prior to
completion of the well.

(2) Well Pad Dimensions. A Rig Layout Plat will be provided when
the drilling contract is signed.

(3) Construction methods: Tanks are to be welded. The battery
grade will be less than 3 feet above pad grade. All equipment will
be painted with BLM approved shades.

(4) Protective Measures: There will be no open vessels or permanent
storage of fluids in open pits. The Storage Tanks will be diked to
provide emergency containment of a potential tank failure.

C. Location ant type of water supply:

A. Water source:
Approximately 15 acre feet of water will be required to

drill and complete the well. Water is to be hauled from the
Parriette Wet Lands or the Green River by Tu and Frum
Trucking, Dave Murray. A proper water right will be obtained
from a State Engineer prior to spudding.

B. Transportation: Water will be hauled.

C. Water Well: None Proposed.



6. Source of Construction Material:

A. Source: Material will be from well site. No additional
requirements are anticipated.

B. Ownership: Access road & location are on BLM lands.

C. Outside Materials: Road base will be from commercial gravel
pits in the Roosevelt Area.

D: Access: Only the road to the location from the county road will
require any construction material.

7. Methods of Handling Waste Disposal

Disposal will be handled as follows:

1. Cuttings will be buried in the reserve pit.
2. Drilling Fluids are to be removed to a commercial disposal site

within 90 days of completion.
3. Produced fluids: Oil will be sold to an authorized oil buyer.

Produced water will be hauled to an authorized disposal site.
4. Sewage: Chemical toiletswill be provided for the drilling crew.
5. Trash & Garbage: Trash will be accumulated in a wire mesh

receptacle and hauled to a sanitary road fill.
6. Post Drilling Cleanup: After drilling operations cease, the

access road and location will be cleaned up and graded. The
reserve pit will be covered and reseeded to BLM specifications
within 90 days.

8. Ancillary Facilities

No camp facilities are planned or required. Plat of site will be
provided when drilling contract is signed.

9. Wellsite Lavout: see attached Well Site Plat.

1. Cross Sections: The old Kralovic #1 will be used. It will be
Provided with Plat.

2. Equipment Layout: Provided with plat.

3. Rig Orientation: Provided with plat.
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4. All pits are to be sealed. The location will be fenced on four
sides -- see survey plat

10. Plans for Restoration of Surface:

(1) Initial Cleanup: Location and surrounding area will be cleaned
of all debris resulting from the drilling operations Al trash will
be hauled to a sanitary landfill.

(2) Vernal BLM will be notified at least 48 hours before surface
restoration requiring earth moving equipment, upon
completion of operations.

(3) Topography: Within 90 days of completion of the well, weather
permitting the reserve pit is to be dried, filled and re-
contoured.

(4) Stockpiled topsoil will be evenly distributed over reclaimed
areas.

(5) Re-vegetation: Reclaimed areas will be scarified and seeded by
broadcasting or drilling.

(6) Unused areas will be blocked from vehicular access.

(7) Pits: Pits will be fenced until cleanup, using wire mesh fence
with 2 strands of barbed wire on top.

(8) Oil on Pits: Any oil on pits will be removed to a commercial
disposal site when rig is released.

(9) Timetable: Reserve Pit is to be reclaimed within 90 days of
completion date. Other areas will be reclaimed wiyhin six
months of discontinued use.

11. Other Information

A Ownership and Right-of-Ways:

Both location and right-of ways are owned by the Federal
Government . The right of way for gas transportation will be
requested from the BLM. The gas line has been surveyed and
archeology along proposed line has already been done.

B. General Description of Area

(1) Topography: Low angle slopes, semi-arid and desert
vegetation. No irrigation.
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(2) Surface use category- the area is used for cattle grazing during
winter months.

(3) Water, Dwellings, Archeology. Water will be trucked to
location on existing roads. There are no dwellings within
½ mile of location. An archeology is completed and will be
submitted with APD.

12. Production Operations

A. Notification: A first production report will be sent to the BLM
within 5 days from first production to establish site security
and APD compliance.

B. Site Security: Site security plan will be submitted within 30
days after completion.

C. Water Production: NTL-2B will be submitted within 60 days of
completion. It is anticipated that any water produced will be

hauled to the pit located at La Point, Utah.

D. Weed Control: The road and location will be professionally
sprayed, using EPA approved chemicals to control weeds.

E. The tank battery is to be built on the north side of the location.
All permanent structures will be painted with a BLM
approved color. OSHA required markings are expected.

13. Lessee's or Operator Representative:
QuinexEnergy Corporation
DeForrest Smouse
465 South 200 West
Bountiful, Utah 84010
Phone (801 292-3800 or (801)292-2554

Certification

I hereby certify that I, or persons under my direct supervision have inspected
the proposed drill site and access route: that I am familiar with the
conditions which presently exist: that thee statements made in this plan are,
to the best of my knowledge, true and correct: and the work associated will
be performed by QuinexEnergy Corporation and its contractors in
conformity with this plan and terms and conditions under which it is
approved.

DeForrest Smouse, PhD

President, QuinexEnergy Corporation



SAGE USHCONSULTAN , LLC.
CulturalResources • Environmental Studies • Historic Preservation

July 15, 2005

Dr. DeForest Smouse, President
QuinexEnergy Corporation
465 South 200 West
Bountiful, Utah 84010

RE: A Cultural ResourceInventory of a Pipeline for QuinexWellJ & J Federal # 2-29.
Sagebrush Report No. 1429. Utah State Antiquities Permit No. U-05-SJ-0637b.

Dear Dr. Smouse;

We have completed inventory of the proposed pipeline for the J & J Federal # 2-29 well. No
sites were found during the process.

Enclosed please find a copy of the above cited report. Two copies of the report have also
been sent to Blaine Phillips, Archaeologist with the Bureau of Land Management, Vernal Field
Office. Another copy was sent to Paul Wells in your Roosevelt Office.

Please let me know if you have questions or need further information. It has been a pleasure
doing work with you and I look forward to continuing work in the future.

Please feel free to call us if you have any questions or need additional information.

Sincerely,

Mic ael R. Polk
Principal Archaeologist/Owner

enclosure
cc Paul Wells

3670 Quincy Avenue, Suite 203 • Ogden, Utah 84403
Office(801) 394-0013 • Fax (801) 394-0032 • E-mail
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A CULTURAL RESOURCE INVENTORY OF A PIPELINE FOR

QUINEX WELL J&J FEDERAL #2-29,

DUCHESNE COUNTY,UTAH

by

Michael R. Polk
Principal Archaeologist

and

Angela L. Garrison
Assistant Archaeologist

Prepared for:

QuinexEnergy Corporation
465 South 200 West

Bountiful, Utah 84010

Prepared by:

Sagebrush Consultants, L.L.C.
3670 QuincyAvenue, Suite 203

Ogden, Utah 84403

Under the Authority of Cultural Resource Use Permit No. 04UT54630
and

Under the Authority of Utah State Antiquities Permit No. U-05-SJ-0637b

Cultural Resource Report No. 1429

July 15,
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INTRODUCTION

In June 2005, QuinexEnergy Corporation (Quinex)of Bountiful, Utah, requested that
Sagebrush Consultants, L.L.C. (Sagebrush) conduct a cultural resource inventory of a pipeline
for the J & J Federal Well #2-29 in Duchesne County, Utah. The purpose of this inventory is to
identify cultural resource sites within the proposed project area.

The proposed pipeline is located in T. 9S., R. 17E., S. 29 and 30 on USGS 7.5'QuadrangleMyton SE, Utah (1964) (Figure 1). The pipeline lies on land administered by the
Bureau of Land Management (BLM), Vernal Field Office. The cultural resource survey was
carried out by Michael R. Polk and Angela L. Garrison on July 3, 2005. The inventorywas
conducted under the authority of Cultural Resource Use Perinit No. 04UTS4630 and Utah State
Antiquities Permit No. U-05-SJ-0637b.

A GIS file search for previously recorded cultural resource sites and projects conducted
near the current project was completed through Kristen Jensen, of the Antiquities Section,
Division of State History, Utah Historic Preservation Office (SHPO), in Salt Lake City, on July
5, 2005. An agency file search was conducted at the BLM, Vernal Field Office, in Vernal by
Michael R. Polk and Angela L. Garrison on June 30, 2005. A file search at the SHPO was
conducted by Angela L. Garrison and Ann S. Polk, of Sagebrush, on July 5, 2005. Sagebrush
personnel also reviewed General Land Office (GLO) plat maps located in the Public Roont of the
BLM Utah State Office, Salt Lake City. The National Register of Historic Places (NRHP) was
consulted prior to the commencement of fieldwork for the current project. No NRHP sites were
found to be in the vicinity of the current project area.

Multiple previous cultural resource projects have been conducted in the vicinity of the
project area. The associated wellpad and access route in Section 29 were surveyed circa 1980
(Phillips, personal communication 2005). Due to the large number of additional projects
conducted in this area, they will not be listed individually. However, there are two cultural
resource sites which have been recorded within one mile of the current project area to be
surveyed by Sagebrush. Following is a brief description of these sites:

Site 42DC246. This site is a possible hunting station in a small rock shelter that
measures approximately 1.5 xl m. The shelter contains two collapsed rock walls. An
unidentified projectile point was located in the wash north of the shelter. This site has not
been evaluated for eligibility.



SAGEBitusH CCNSULTANTS, L.L.C.
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Figure 1. Location of a proposed pipeline for J&J Federal #2-29. Taken from USGS 7.5'
QuadrangleMyton SE, Utah (1964) and Wilkin Ridge, Utah (1965).



Site 42DC391. This site, an open prehistoric camp, is located on a small ridge
overlooking a wash to the south. Features identified include two circular, lined hearths
and a possible oblong cist measuring 1 x 4 m. Two chert flakes were also identified.
This site was recommended ELIGIBLEto the NRHP.

No additional cultural resource sites have been recorded in the vicinity of the current
project area. The NRHP was consulted prior to the commencement of fieldwork for the present
project. No NRHP sites were located in the vicinity of the current project area.

ENVIRONMENT

The pipeline surveyed for this project is located in the low rolling dissected tablelands
west of the Green River, approximately 11 miles south of Myton, Utah. The elevation of the area
surveyed ranges between 5550 and 5700 feet a.s.l. Soils in these areas are poorly developed and
sandy in nature. Sediments consist of tan to light reddish brown sandy silt mixed with angular
sandstone cobbles and pebbles. Vegetation in the area covers approximately 20-30 percent of the
ground surface and consists of sagebrush community species including prickly pear cactus,
sagebrush, shadscale, greasewood, squirreltail, rabbitbrush, bunchgrass, globemallow, and four-
winged saltbush. Seasonally flowing drainages and washes are present in the vicinity of the
current project area. The nearest permanent water sources are Snyder Spring located
approximately 1.5 miles northeast of the survey area and White Mule Spring located
approximately 4 miles to the south.

Natural disturbance in the area consists of sheetwash and aeolian erosion. Cultural
disturbance include the construction of existing well pad locations, access roads and pipelines,
and impacts from livestock grazing.

METHODOLOGY

An intensive cultural resource inventory was carried out for a proposed pipeline corridor
for the Quinexwell J & J Federal #2-29. The project area consists of 2.69 km (1.67 mi) of
proposed pipeline corridor. The corridor was walked in parallel transects spaced no more than
15 m (50 ft) apart to cover a width of 30 m (100 ft). The area surveyed during this cultural
resource inventory totaled 8.21 ha (20.30 ac), all on land administered by the BLM.



RESULTS

An intensive cultural resource inventory was carried out for a proposed access in T. 9S.,
R. 17E., S. 29 and 30 for the Quinexwell J & J Federal #2-29. No cultural resources were
located during this inventory.

RECOMMENDATIONS

Cultural resource clearance is recommended for the surveyed portion of the project area,
since no cultural resources were located during the inventory. This investigation was conducted
with techniques which are considered to be adequate for evaluating cultural resources which
could be adversely affected by the project. However, should cultural resources be discovered
during construction, a report should be made immediately to the BLM Field Archaeologist at the
BLM Field Office in Vernal, Utah.

REFERENCES CITED

Phillips, Blaine
2005 Personal Communication. [Telephone conversation on July 14, 2005 between

Ann S. Polk of Sagebrush and the BLM Archaeologist, Vernal Field Office regarding a
cultural resource inventory of a wellpad and its access route in T. 9S., R. 17E., Sec. 29.].
Notes on file at Sagebrush Consultants, L.L.C., Ogden, Utah.
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QUINEX ENERGY CORP- FIGURE #2
TYPICAL CROSS SECTIONS FOR

o J&J FEDERAL #2-29
X-Section

SECTION 29, T9S, Ri7E, S.L.B.&MScole
2209' FNL 1598' FEL

1" = foo'

DATE: 12-29-03
Drawn By: C.G.

45' 150'

STA J+35

205' 150'

Finished GradeSlope= 1 1/2:1 LOCATION STAKE
(Typ.)

.
EILL

CU

STA 1+60

150 45' 150'

STA O 50

Preconstruction

205' 150'
Grade

CUT

F/LL . /

STA 0+00

APPROXIMATEYARDAGES
EXCESS MATERIALAFTERCUT 5% COMPACTION = 4,550 Cu. Yds.

(6") Topsoil Stripping = 1,710 Cu Yds' Topsoil & Pit Bockfill = 4,550 Cu. Yds.

Remaining Location = 6,0]O Cu. Yds. (1/2 Pit Vol.)

EXCESS UNBALANCE = 0 Cu. Yds.
TOTAL CUT = 7740 CU.YDS. (After Rehabilitation)

FILL = J,0]O CU.YDS. UINTAH ENGINEERING & LAND SURVEYING
85 So. 200 East * Verrutt. UtaA 84078 * (435)





QUINEX ENERGY CORP.T9S, Ri'7E, S.L.B.&M. Well location, J&J FEDERAL //2-29, located os
shown in the SW 1/4 NE 1/4 of Section 29.T9S, R17E, S.L.B.&M. Duchesne County, Utah.

1910 Orass Cap,
S89'52'W - 2640.66' (G.L.O.) SB9'52'43"W - 2643.25' (Meas.)

tsio eress cap, *
BASIS OF ELEVATIONPile of Stones

SPOT ELEVATIONLOCATED AT THE NORTHEAST CORNER OFSECTlON 29, T9S, R17E, S.LB.&M. TAKEN FROM THEMYTON SE QUADRANGLE, UTAH, DUCHESNE COUNTY, 7,5M\NUTE SERIES (TOPOGRAPHICAL MAP) PUBLISHED BY THEUNITED STATES DEPARTMENT OF THE INTERIOR, GEOLOGICALSURVEY. SAID ELEVATIONIS MARKED AS BEING 5414 FEET.

I

J&J EEDERALý'2-29
ises

E/ev. Ungraded Ground =5482'

I a 1910 Brass Cap,

SCALE
oo
z

o CERTIFICATEo
THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROMF1ELDNOTES OF ACTUAL SURVEYS MADE BY ME O PER MYSUPERVISIONAND THAT THE SAME ARE TRU cAJRR THEBEST OF MY KNOWLEDGEAND BELIEF.

, LÀ

STATEWF UTAH .
• 43

NTAH ÈGINEERING &S89 55'W - 5281.32' (G.L.O.)
85 SOUTH 200 EAST - VER 4078

(435) 789-1017BASIS OF BEARINGSLEGEND
SCALE DATE SURVEYED: DATEDRAWN:

BASIS OF BEARINGSIS A G.P.S. OBSERVATION 1" = 1000' 12-19-03 12-24-03
= 90 SYMBOL

(AUTONOMOUS NAD 83) PARTY REFERENCES= PROPOSED WELL HEAD· LATlTUDE= 40°00'11,31"
(40.003142) J.F. A.F. C.G. G.L.O. PLATA = SECTION CORNERSLOCATED LONGITUDE= 110°01'35.95"

(110.026653)
WEATHER

COLD INEX ENERGY
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QUINEX ENERGY CORP. FICURE #2

TYPICAL CROSS SECTIONS FOR
J&J FEDERAL #2-29

°" SECTIO2N2029
FNL

1R517E,S .B.&M.

DATE: 12-29-03
Drawn By C.G.

45' 150'

ATE
CUT '/ : Ilyggg6

STA J+15

205' 150'

Finished GradeS/ope= 1 1/2:1 LOCATION STAKE

STA 1+60

150' 45° 150'

STA 0+50

Preconstruction
Grade

205' 150'

CUT

STA 0+00

APPROXIMATE YARDAGES
CUT ExcESS MATERIALAFTER

5% COMPACTION = 4,550 Cu. Yds.
(6") Topsoil Stripping = 1,710 Cu, Yds. Topsoil & Pit Backfill = 4,550 Cu. Yds.

Remoining Locotion = 6,0]O Cu. Yds. (1/2 Pit Vol.)

EXCESS UNBALANCE = 0 Cu. Yds.
TOTAL CUT = 7,740 CU.YDS. (After Rehobilitotion)

FILL = J,OJO CU.YDS. UINTAH ENCINEKRINc & LAND SURVEYING
86 So, 200 Fast • Vernal, Utah 84078 • (435)
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// 50 5350

PROPOSED LOCATION: * /

LEGEND: QUINEX ENERGY CORP.
EXISTING ROAD N J& J FEDERAL #2-29

----------- PROPOSEDACCESSROAD SECTION 29, T9S, R17E, S.L.B.&M.
2209' FNL 1598' FEL

Uintah Engineering & Land Surveying TOPOGR A PH I c 1 29 0385 South 200 East Vernal, IJtah 84078 M A P ONT DAY YEARrn (435) 789-1017 * FAX (435) 789-1813
g, SCALE:1" = 2000' DRAWNBY:T.H. ED:







APPLICATI@N FOR TEMPORARY CHANGERECEIVED OF WATER Rec.by,
JUN24 2005 eeeraiassas an atesif

WATERRIGHTS STATE OF UTAH acceiscowVERNAL

For the purpose of obtaining permission to make a temporary change of water in the State of Utah, application is hereby made to the StateEngineer, based upon the fonowing showing of facts, submitted in accordance with the requirementsof Section 73-3-3 tItah CodeAnnotated 1953, as amended.

CHANGEAPPLICATIONNUMBER:É 303 70 WATERRIGHTNUMBER:43-1721
(c3083BWHITE)

*****************************************************************
This Change Application proposes to change the PLAŒOF USEand NATUR£OF USE.

****************************************************"**********""***

1. OWNERSHIPINFORMATION.

A. NAME: Kenneth V. & Barbara U. Richens INTEREST:100%ADORESS:Rt. 3 Box 3613
Myton UT 84052

REMARKS:tenants in common
B. PRIORITYOF CHANGE:Sne >¥ geo f FILING DATE:AM N
C. EVIDENCEDBY:

43-1721(A10906)

*---------------------------------------------------------------------
-

* DESCRIPTIONOFCURRENTWATERRIGHT:*--
------------------------------------------------------------------

2. SOURCEINFORMATION.

A. QUANTITYOF WATER: 1.12 cfs
B. SOURCE: Babeock Oraw COUNTY:Duchesne
c. POINT(S)OF DIVERSION.

POINTOF DIVERSION-- SURFACE:
(1) N 180 feet E 1.487 feet from W¼corner. Section 34. T 35. R 2W.USBMDIVERTWORKS: concrete diversion box

3. WATERUSE INFORMATION.
The Water Right represented by this change application is SUPPLEMENTALto other Water Rights.

Temporary



CHANGEAPPLICATIONNUM R: for Water Right: 1721 (c30838WHITE) Page: 2

IRRIGATION: from Mar 1 to Nov 1. IRRIGATING: 68.3000 acres.
STOCKWATERING:from Jan 1 to Dec 31. EQUIVALENTLIVESTOCKUNITS:42.*--

------------------------------------------------------------------

------------------

4. PLACEOF USE. (Which includes all or part of the following legal subdivisions:)
NORlH-WESf¼ NOREH-EASl¼ SUUlH-WESf¼̄ SUTilk:EAsl¼BASETOWNRANGSECNWNESWSE NWNESWSE NWNE SW SE NWNE SWSEUS 3S 2W 34

. . ( _

j_]***\ X( X| \ \***) i i ) ) \ \ \
*--------

----------

----------
-----------------------

------

----------
*

THE FOLLOWINGCHANGESAREPROPOSED:

5. SOURCEINFORMATION.

A. QUANTITYOF WATER: 10.0 acre-feet
B. SOURCE: Babcock Draw COUNTY:Duchesne
C. POINT(S)OF DIVERSION. Sameas HERETOFORE.
D. COMMONDESCRIPTION:2 miles south of Myton

6. WATERUSEINFORMATION.Changedas Follows:
DIL EXPLORATIONfromJan 1 to Dec 31. drilling and completion of oil/gas wellsin South Myton area.*------

--------------------------------------------------------

-------------------
--

7. PLACEOF USE. Changed as Follows:

(Which includes all or part of the following legal subdivisions:)
NURIH-WEsl¼ NGRTH-EASl¼ SDUlHWE5t¼ SUUlH-EASl¼BASETOWNRANGSEC NWN£ SWSE NWNESWSE NWNESWSE NWNESWSEUS 1N lE Entire lUdNSHIP

US 1N 1W Enhee.J.UhlšHIPUS 1N 2W Enfire lUQÑSHIP
US IN 3W Entire luWNSHIPUS 1S 1E Entire luWNSHIPUS 15 1W Entire IQWNSHIÞUS 1S 2W Êntire lUWNSHIP ¯¯¯

US 2S 1E Entire lUWNSHIPUS 25 1W Entire lUWNSHIPUS 25 2W Entire luWNSHIPUS 25 3W Entire IdWNSHIPUS 3S 1E Entire IdWNSHIPUS 35 1W Entire lUWNSHIPUS 3S 2W Entire lUWNSHIPUS 35 3W Entire lüWNSHIP ¯¯

US 45 1E Entire



CHANGEAPPLICATIONNUMBER: for Water Right: 43-1721 (c3083BWHITE) Page: 3e 9US 45 lW Entire TOWNSHIP
US 4S 2W Êntire IUWÑSHIP
US 45 3W kntire IDWNSHIP ¯¯

US 4S 4W Eñiire llWNSHIP
US 4S SW kntire 10WNSHIP
US 45 6W kntire IUWNSHIP
US 55 3W Entire lUWNSHIP
US SS 4W Entire tuWNSHIP
US 55 5W kntare luWNSHIP
US 65 3W Entire IUWNSHIP
US 6S 4W Entire luWNSHIP
US 7S 4W Entire IUWNSHIP
US 7S SW EntiFe lUWNSHIP

8. EXPLANATORY.

Applicant will retire 2.50 acres of irrigation to compensate for the 10.00
acre feet to be used for oil exploration.

9. SIGNATUREOFAPPLICANT(S).

The undersigned hereby acknowledgesthat even though he/she/they may have been assiste<
in the preparation of the above-numberedapplication. through the courtesy of the
employees of the Division of Water Rights. all responsibility for the accuracy of thi
information contained herein, at the time of filing. rests with the
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QUINEX ENERGY CORPORATION

465 South 200 West • Suite 300 • Bountiful, Utah 84010 • (801) 292-3800 • FAX (801) 295-5858

January 18, 2007

Utah Division of Oil, Gas & Mining
1594 West North Temple
Salt Lake City, Utah 84114-5801

Attn. Diana Mason

Dear Diana:

I am submitting a Sundry Notice on the J & J Federal 2-29 revising

the Casing and Cementing program for this well. The original APD number

Was 43-013-32519. The original APD had expired.

A complete new casing and cement program for the well has been changed

as per the notice. I am also sending a Copy of the 8 Point Plan to replace the

APD previously submitted.

Sincerely,

DeForrest Smouse PhD
President QuinexEnergy

RECElVED
JAN2 6 2007

DIV.0F0lL,GAS&



WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 01/26/2007 API NO. ASSIGNED: 43-013-33527

WELL NAME: J & J FED 2-29

OPERATOR: QUINEX ENERGY CORP ( N9995 ) PHONE NUMBER: 801-292-3088

CONTACT: DEFORREST SMOUSE

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWNE 29 090S 170E .Tech Review Initials Date
SURFACE: 2209 FNL 1598 FEL
BOTTOM: 2209 FNL 1598 FEL Engineering

COUNTY: DUCHESNE
Geology

LATITUDE: 40.00317 LONGITUDE: -110.0260

UTM SURF EASTINGS:583141 NORTHINGS: 4428353 Surface

FIELD NAME: UNDESIGNATED ( 2 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU 80566 PROPOSED FORMATION: BLKHK
SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

\y/' Plat R649-2-3.

Bond:Fed[1] Ind[] Sta[] Feel]
Unit:

(No. )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

Water Permit g/' R649-3-3. RECeption
(No.43-1721 )

Drilling Unit
RDCC Review (Y/N)

(Date: ) Board Cause No:
Eff Date:

Fee Surf Agreement (Y/N) Siting:

ËÁ Intent to Commingle (Y/N)
,R649-3-11. Directional Drill

COMMENTS:



IIDERAI LONL IREF
13-20-9-17 i EDERAL FED 13-219-17

IEI)ER41
15-20- 17

I‡-20-9-17

o i,

MONUMENT BUTTE FIELD
T9S Ri7E

5 PLEASANT
VALKÆYFED4-29

i i )4

POMCO17-29

J&JFED
2-29 9 j&j FED

- 1-29
soum e
KRAIDVEC FED I

29

NUI [ER HOIÆ 5f 3-32

OPERATOR: QUINEX ENERGY CORP (N9995)

SEC: 29 T.9S R. 17E

FIELD: UNDESIGNATED (002)

COUNTY: DUCHESNE

SPACING: RM9-3-3 / EXCEFFION LOCATION Wells Status
yoE IOEN Utah OilGas and ½mng

x LOCATION ABANDONED
e NEW LOCATION

Field Status Unit Status 4 PLUGGED & ABANDONED
ABANDONED EXPLORATORY ¾ PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OILNF PP OIL -g SHUT-IN GASCOMBINED NFSECONDARY

• SHUT-INOIL
INACTIVE _

NDLING
p( TEMP. ABANDONED

PROPOSED
PP GAS o TEST WELL

DRI
NA TED PP GEOTHERML A WATER INJECTION 5

PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY g WATER DISPOSAL DATE: 30-JAN UARY-2007r TERMINATED .



JON M. HUNTSMAN, JR.
Governor

GARYR. HERBERT
Lieutenant Governor

State of Utah January 31, 2007

Department of
Natural Resources

MICHAEL R. STYLER
Erecutive Dimctor QuineX Energy Corporation

465 South 200 WestDivision of Bountiful, UT 84010Oil, Gas & Mining
JOHN R. BAZA
vivisionoirec'°' Re: J & J Federal 2-29 Well, 2209' FNL, 1598' FEL, SW NE, Sec. 29, T. 9 South,

R. 17 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative
approval of the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33527.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (80 l) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 •



O

Operator: QuinexEnergy Corporation
Well Name & Number J & J Federal 2-29
API Number: 43-013-33527
Lease: UTU 80566

Location: SW NE Sec. 29 T. 9 South R. 17 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
action during drilling of this well:

• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to spudding the well - contact Carol Daniels
• Within 24 hours of any emergency changes made to the approved drilling

program - contact Dustin Doucet
• Prior to commencing operations to plug and abandon the well - contact Dan

Jarvis

The operator is required to get approval from the Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significant plug back of this well - contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil, Gas and Mining contacts and their telephone numbers
(please leave a voicernail message if the person is not available to take the call): -

• Dan Jarvis at: (801) 538-5338 office
(801) 733-0983 home

• Carol Daniels at: (801) 538-5284 office
• Dustin Doucet at: (801) 538-5281 office

(801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational



Page2
43-013-33527
January 31, 2007

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
wall is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



; A State of Utah
r DEPARTMENT OF NATURAL RESOURCES

aa•• MICHAEL R. STYLER
JON M.HUNTSMAN, JR. ExecutiveDirector

Governor Division of Oil, Gas and Mining
GARY R. HERBERT JOHN R. BAZA
Lieutenant Governor Division Director

April 16, 2008

QuinexEnergy
465 South 200 West
Bountiful, UT 84010

Re: APD Rescinded - J&J Federal 2-29, Sec. 29, T. 9S, R. 17E
Duchesne County, Utah API No. 43-013-33527

Gentlemen:

The Application for Permit to Drill (APD) for the subject well was
approved by the Division of Oil, Gas and Mining (the Division) on January 31,
2007. No drilling activity at these locations has been reported to the division.
Therefore, approval to drill these wells is hereby rescinded, effective April 16,
2008.

A new APD must be filed with this office for approval prior to the
commencement of any future work on the subject locations.

If any previously unreported operations have been performed on this well
location, it is imperative that you notify the Division immediately.

Sincerely,

i na ason
En ironmental Scientist

cc: Well File
Bureau of Land Management, Vernal

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 . www.ogm.utah.gov OIL, GAS &



°i% United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Green River District
Vernal Field Office

en a l 70 South 500 East
Vernal, UT 84078

http://www.b1m.gov/ut/stlen/fo/vernal.html

March 14, 2013

IN REPLY REFER TO:
3160 (UTGO11) 43 OFS3M2')
John Wells
Quinex Energy Corporation
465 South 200 West, Suite 300
Bountiful, UT 84010

Re: Request to Return APD
Well No. J & J Federal 2-29
SWNE, Sec. 29, T9S, R17E
Duchesne County, Utah
Lease No. UTU-80566

Dear John:

The Application for Permit to Drill (APD) for the above referenced well received in this office on
June 6, 2007, is being returned unapproved per your request to this office in telephone
conversation with Land Law Examiner Robin R. Hansen received on February 13, 2013. Ifyou
intend to drill at this location at a future date, a new APD must be submitted.

Ifyou have any questions regarding APD processing, please contact Robin R. Hansen at (435)
781-3428.

Sincerely,

Is/ Jerry Kenczka

Jerry Kenczka
Assistant Field Manager

Enclosures RECEIVED
Lands & Resource Minerals

cc: UDOGM Û$

bcc: Well File
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